MP2250 - HP 26,8 KW 19,7

PERFORMANCES AND DIMENSIONS
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1500 | 26,8 (125,44 463 | 22,7 |1106,82 410 | 18,7 | 87,22 | 358 | 14,7 | 68,60 | 305 | 10,6 | 49,98 | 253 6,5 30,38 200
1300 | 29,5 |159,74| 407 25,2 [136,22] 361 20,9 (112,70] 315 16,6 | 89,18 | 268 12,2 | 65,66 | 222 79 14312 176
1100 | 30,3 [193,06| 351 25,9 165,62 311 21,6 138,18 271 17,3 110,74 232 | 13,0 | 82,32 192 8,6 |54,88| 152
900 | 29,1 226,38 295 | 25,0 [195,02] 262 | 20,9 |162,68| 228 | 16,8 [131,32| 195 | 12,7 [ 98,98 | 161 8,6 |6762| 128
700 | 25,7 (257,74 239 22,1 (221,48 212 18,6 1186,20| 185 15,0 1150,92| 158 11,5 111564 131 79 17938| 104
500 | 20,1 |282,24| 183 17,3 1243,04| 162 14,6 1204,82| 142 11,8 |165,62| 121 9,1 (127,40] 101 6,3 |89,18 80
300 | 12,8 [299,88] 127 11,1 |258,72] 113 9,3 218,54 99 76 177,38 84 58 136,221 70 4,1 95,06 56
100 4,4 (309,68] 71 3,8 267,54 63 3,2 225,401 55 2,6 |184,24| 48 2,0 142,10 40 1,4 (100,94 32
AVAILABLE VERSIONS Lubrification: 3-4 drops/1’ continuos operation
MP2250F flangeded 6-10 drops/1" intermittent operation
MP2250FV flangeded with control Horizontal 1,1 | Vertical 2,1 I.
MP2250P on base Filtration: 64 p or better
MP2250PV on base with control Radial load: 6500 N max.
MP2250BR Motor with pneumatic brake BR510 Moment of inertia: 14 gm
Operative temperature: da -20°C a +80°C
Weight (version MP165): Kg.115
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COUPLE - SPEED
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PEAK POWER is developed at 1100 r.p.m. and
it is desirable that the continuous operating
conditions of the engine be

possible to this, since this ensures optimum
performance and air consumption.
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COUPLE - PRESSURE STARTING
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additional models and reports contact TSA.

PNEUMATIC RADIAL PISTON GEARED MOTORS

The performance shown below was measured at a pressure of 6 bar. For higher pressures contact TSA. For
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TECNOLOGIE

SPECIALI

APPLICATE

Conditions at maximum power

Couple min.

Weight Kg

Rapport of cue
" Couple
reduction kw hp Giri/1’ Gear Adapter el ¢
Nm Nm gear
5.24 16 22.5 210 734 807 85 18 218
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Detailed drawings and CAD models are available on request.

PNEUMATIC MOTORS WITH RADIAL PISTONS




GEAR-MOTOR WITH BASE
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Rapport A B C D E F G H J L M P R T|W]|X]|Y Z | WeightKg.
3.42-12.68:1 | 225 | 132|310 [ 250 |159.5| 365|340 [ 469 (1131|125 (100 410 | 22 [ 50 [ 120 | 60 | 18 | 64 218
14.06-21.41:1| 250 | 150 | 370|290 | 185 | 440 | 400 | 507 [1092]| 145 (110]| 462 | 26 | 55| 140 | 70 | 20 | 74.5 348
23.04-35.09:1( 315 (220410340 | 260 [ 490 | 450 578 [1199| 216180 510 | 33 | 60 | 210 | 100| 28 | 106 438
39.45-63.08:1( 355 (215500 (380 | 260 | 590|530 | 660 ([1305(216]180| 580 | 39 | 65| 210 |100| 28 | 106 608
69.41-92.06:1| 425 (225580 (500 | 270 | 670 | 630 | 758 (1373|216 ]180| 630 | 39 |100| 210 |120| 32 | 127 768
GEAR-MOTOR FLANGEDED
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Rapport A B C D E J K M N w X Y z Weight Kg.
3.42-12.68:1 450 350 17.5 20 400 1020 120 100 5 120 60 18 64 218
14.06-21.41:1| 450 350 17.5 22 400 1103 140 110 5 140 70 20 74.5 348
23.04-35.09:1| 450 350 17.5 22 400 1170 170 140 5 210 90 28 95 438
39.45-63.08:1| 550 450 17.5 31 500 1305 210 180 5 210 100 28 106 608
69.41-92.06:1( 550 450 18 31 500 1392 210 180 5 210 120 32 127 768
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