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DIMENSIONI MP004 CW,CCWSeries M84….. - HP 1,1 KW 0,84

Available versions
N - No lube
F - Flange fixing
A - Atex Certification

Versions NOT available
R - Reversible

Lubrication:	 2-3 drops/1’ in continuous service
		  4-6 drops/1’ in intermittent service
Filtration:	 64 µ o migliore
Radial load:	 1400 N max da N1 a N2A
		  3900 N max da N2B a N2D
		  5600 N max da N3 a N3A
Axial load:	 1200 N max da N1 a N2A
		  1800 N max da N2B a N2D
		  2800 N max da N3 a N3A
Temperature
operating:	 da -20°C a +80°C

Performance and Dimensions

Model

Free speed
Turns / 1 ‘

Speed at 
maximum

Power Turns / 1 ‘

Maximum 
torque

Power Nm

Couple at the 
cue
nm

Stall torque
Nm Quote

“L”
mm

Weight
Kg.

Consumption
l/sec6,3 bar 6,3 bar 6,3 bar 6,3 bar 6,3 bar

HP
1,1

HP
1,1

HP
1,1

HP
1,1

HP
1,1

M84N1 21600 10800 0.70 1.1 1.4 135.5 1.2 16

M84N1A 6000 3000 2.7 4 5.4 135.5 1.2 16

M84N1B 4740 2370 3.3 5 6.6 135.5 1.2 16

M84N1C 2700 1350 5.9 8.9 12 135.5 1.2 16

M84N1D 1320 660 12 18 24 170.5 1.4 16

M84N2 1040 520 15 23 30 170.5 1.4 16

M84N2A 590 295 27 40 54 170.5 1.4 16

M84N2B 290 145 53 80 106 219 2.5 16

M84N2C 180 90 86 128 172 219 2.5 16

M84N2D 120 60 129 198 258 219 2.5 16

M84N3 70 35 215 232 430 275 5.5 16

M84N3A 25 275 5.5 16



TECNOLOGIE

SPECIALI

APPLICATE

Modular air motors with blades 31

Models da M84N1 a M84N2A

Models da M84N2B a M84N2D
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DIMENSIONI MP004 CW,CCWModels da M84N3 a M84N3A




